Alpermann+i/elte

Studio Clocks

SC-303, SC-304, SC-305

SC-303 with AM/PM indication and indirect face lighting

Features
Automatically time setting
Silent clockwork

[lluminated face, brightness dependent on ambient light

LTC + MTD input
Ethernet interface + NTP function

Hands: hours, minutes (jumping), seconds (jumping)

RS422/232 input
Configuration via USB
AM/PM information

Alpermann+Velte studio clocks are an
attractive, long lasting, maintenance-free
and vital component of a professional
studio’s system. In a defined place of a
studio, they display the exact time. This
precise functionality is necessary and
available at a reasonable price.

All studio clocks are driven by a strong,
accurate, stable and extremely quiet
motor. To enable an ultra quiet action, the
gear sprockets are made out of a special
plastic and the axes are encased in oil.
The motor drive allows for a stepping
movement of the hands.

By way of an interface circuit board, the
time is read and then indicated on the
face of the clock. The indicated time is
constantly being compared to the current
value that is being received and can then
be corrected if necessary. Time jumps or
changes, such as the summertime or
wintertime changes, leap seconds or when
manually adjusting the time can be dealt
with in various ways. This depends on the
selected mode, whether it should be
changed directly after recognition, only at
a particular time (e.g. in the middle of the
night) or only after a manual yes/no
acceptance.

Alpermann+Velte Studio-Uhren sind
attraktive, langlebige, wartungsfreie und
systemféahige Komponenten des profes-
sionellen Studiobetriebes. Sie zeigen an
einer genau definierten Stelle des Studios
in gewohnter Weise die prazise Zeit. Die
Funktionalitét ist der Aufgabe angemessen
und deswegen auch kostengtinstig.

Alle Studio-Uhren werden durch ein
starkes, hochstabiles und gerauscharmes
Laufwerk angetrieben. Zur Gerauschmin-
derung sind die Zahnréder aus einem
speziellen Kunststoff gefertigt und die
Achsen olgelagert. Die Art des Antriebes
erlaubt springende Zeigerbewegung.

Per Interface wird die Uhrzeit ibernom-
men und angezeigt. Die angezeigte Zeit
wird stdndig mit dem empfangenen Zeit-
wert verglichen und gegebenenfalls
korrigiert. Zeitspriinge wie die Umschal-
tung Sommer-/Winterzeit, die Schaltse-
kunde oder Setzzeiten kdnnen unter-
schiedlich behandelt werden. Je nach
Modus wird eine Abweichung zwischen
angezeigter und empfangener Zeit direkt
korrigiert oder erst zu einem bestimmten
Zeitpunkt oder nach manueller Freigabe.
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All studio clocks have one of two possible
built-in interfaces. One interface version
has an LTC, RS 232/422/485 and GPI
interface, with compatibility to LTC- and
our MTD applications. The second version
has an Ethernet interface. MTD and other
time protocols (for example NTP time) can
be read and decoded with this second
available interface. SNMP functions are
also optionally available with this second
interface.

Alle Studio-Uhren haben ein Interface, es
muss allerdings eins von zwei unter-
schiedlichen Typen ausgesucht werden.
Eine Version hat die Schnittstellen LTC, RS
232/422/485 und GPIs. Sie ist damit
kompatibel zu LTC- und MTD-Anwendun-
gen. Die andere Ausfiihrung hat ein
Ethernet-Interface. Darliber sind MTD-
und sonstige Zeitprotokolle zu empfan-
gen, zum Beispiel auch NTP-Zeiten. Als
Option ist auch eine SNMP-Uberwachung
erhaltlich.
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With all versions of clocks, a common USB
interface is available for configuration and
for adjustment of clock settings. In addi-
tion via this interface and an available
software you can choose, the transfer pro-
tocol, the choice of time zones, GPI func-
tions, how the clock should react to time
jumps, backlight options and it is also
used for software upgrades.
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AV Studio Clock

Gemeinsames Interface ist eine USB-
Schnittstelle, Gber die alle Konfigurationen
und Settings vorgenommen werden. Dazu
gehoren die Auswahl des Ubertragungs-
protokolls, Zeitzonenwahl, GPI-Funktio-
nen, die Reaktion auf Zeitspriinge und
Software-Updates.

EI4 SC Config - Alpermann+¥elte 1'
— Time r Clock
Source JLTC - &M ¢ PM Indication
Manual Set Iﬁ : IT : IT : IT Set Time | Face lllumination v
r Ethernet rRS5232 /422
192.168.0.101 | Sean Network | Interface |H8232 v[
— P Configuration Protocal INME,A $GPRMC vl
P Address I 192.168.0101 Config I B audrate I 4300 hd l
. IS vl
Network Mask | 255,256, 255.0 Data Bits
Parity Mo -
Gateway | 192168.0.1
Stop Bits I'I Vl
Use DHCF i
Usze Timeaut v
—MTP Server ) -
Timeout [mz] |4D 3,
|Péddiess | 192.168.0.205 Canfig |
ITI Cancel |








<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


