
AV module
video inserter, reader

and converter
with VITC

RUBIDIUM Series

The Rubidium series module AV is a Time
Code inserter and converter designed to
work with analog CVBS video. All Time
Code and data formats are processed by
a built-in reader and/or generator which
is compliant to the EBU/SMPTE standards
for NTSC and PAL video.

analog video channel (CVBS),
monochrome window insertion,
VITC-Time Code

RUBIDIUM AV:

Das Timecode-Modul AV aus der
Alpermann+Velte Rubidium Serie ist ein
Timecode-Converter und Inserter für FBAS
Analogvideo. Alle Timecode- und
Datenformate werden durch einen Leser,
oder Generator verarbeitet, der die
weiteren Standards der EBU/SMPTE für
NTSC und PAL erfüllt.

analoger Videokanal (FBAS), monochrome
Einblendung, VITC Timecode

RUBIDIUM AV:

Features
Time Code Reader
Time Code Converter
Time Code Inserter
VITC
CVBS
MTD compatible
TC_link compatible

Video bypass relay (option B)
IRIG-B reader

Optional available features

Ein blauer Button auf der Abdeckung zeigt
die eingebaute Modulart an.

A blue tag on the coverage shows the
identification of the module.

RUBIDIUM H1 AV module in H1 housing
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RUBIDIUM H1 AV module front view

RUBIDIUM H3 AV module rear view

RUBIDIUM H1 AV module rear view
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Das Modul wird in einen beliebigen Steck-
platz des Gehäuses eingesetzt. Mit der
Adresse des Steckplatzes und des Gehäu-
ses hat das Modul eine feste ID, unter der
es im System anzusprechen ist. Die
Adresse kann mit einem Aliasnamen ver-
sehen werden.

Per Ethernet-Modul IE sind Konfiguration
und Statusabfrage über einen Browser
möglich, SNMP-Funktionen werden somit
ebenfalls freigeschaltet.

Modules can be inserted in any order into
the slots of the housing. Each slot position
has its own address within the communal
housing identification system. This enables
a specific identification of each module
within a bigger system. Alias names can
be given to the hard stamped numerical
address via the supplied configuration
software.

Via our IE Ethernet module, browser
configuration, status control and SNMP
functions are available. Every module is
connected to an internal hot swappable
bus, which bilaterally connects all modules
within a particular housing. The internal
bus can be distributed over several hou-
sings by using the RLC port.

The RLC-plug contains a voltage feed, a
failure relay output and a TC_link inter-
face. TC_link is a real time capable pro-
prietary interface, which is based on a
customized RS485 interface. On the rear
side of every housing, a PC interface USB
or RS232 can be found.

This serial connection is used for configu-
ration, status control, and also software
and firmware updates.

Das Modul wird über einen internen Bus
angeschlossen, der so gestaltet ist, dass
„Hot swapping“ möglich ist. Der interne
Bus verbindet alle Module untereinander.
Über den RLC-Port kann der interne Bus
auch über mehrere Gehäuse verteilt
werden.

Der RLC-Stecker trägt die Spannungs-
versorgung, einen Fehlerrelaisausgang
und TC_link. TC_link ist eine von A+V
definierte, echtzeitfähige Schnittstelle, die
auf einer modifizierten RS485 basiert. Die
zweite am Gehäuse befindliche Schnitt-
stelle ist die PC-Schnittstelle USB oder
RS232.

Alle Datentransfers wie Datenaustausch
der Module untereinander, Konfiguration,
Statusüberwachung und auch ein kom-
plettes Software-Update erfolgen über
TC_link oder die PC-Schnittstelle.
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Bis zu fünfzehn separate Fenster sind
beliebig auf dem Bildschirm positionier-
bar. Jedes Fenster bekommt einen Zei-
chensatz, Zeichenattribute und Daten
zugewiesen, wodurch sich die Größe des
Fensters und die Darstellungsart wählen
lassen. Die Einstellungen können als
Profile gespeichert werden. Diese sind per
Schnittstelle oder Tasten wieder
aufzurufen.

Up to fifteen separate user configurable
windows can be inserted. Each inserter
window has its own character set, cha-
racter/windows attributes and source
data. This defines the size of the window,
as well as the character size and type. The
inserters specifications can be stored and
recalled via the configuration program as
a profile. Profiles can be selected via the
front-sided backlit buttons or via the serial
PC configuration port.

Web Browser Configuration

AV module insertion AV module insertion with various masks

Greytone of mask and characters are individually adjustable

Up to 15 separate insertion windowsFreely programmable position of the insertion




