Alpermannt/efte —Power Supply Modules|

Power Supply Features:

110 V-250 V universal compatible
60 W Power

Overload protection

Failure relay

Status monitor and SNMP features

All electronic devices need one essential
thing to function properly: power. The
Alpermann++Velte RUBIDIUM SERIES
power supply modules were uniquely
designed for distributing stable power to
any size of application. The RUBIDIUM
power supply modules were designed in
four different versions to enable maximum
flexibility and upgradability. Including the
internal built-in module PS (1RU height,
designed for use with our H1 housing ),
the PT (3RU height, designed for use with
our H3 housing) and the PQ (1RU height,
that includes a front sided OLED
information display).

These three before mentioned power
supplies can all power up to twelve other
RUB modules simultaneously. If more
watts of power are required, simply add
another power supply anywhere in the
RLC connected system. They also offer
fail-proof operation, if more than one
power module is inserted into a “RLC”
connected system. All modules are
universally implementable (110V to 250V)
and have a built-in overload protection.

The temperature and the power outputs
can be monitored via an internal inter-
face. All RUBIDIUM generator and inserter
modules have an on board micro-
processor that can decode this power
supply information and then send this
information via TC_link to a PC linked
status monitor program or to our Ethernet
module “RUB IE” to enable SNMP
functions.

Available for use with our RUBIDIUM H1
19“ 1RU housing is the deluxe power
supply module “PQ” which offers a backlit
OLED display that enables an alpha-
numerical display that includes a Time
Code reader and several SNMP moni-
toring functions for all modules connected
to the RUBIDIUM H1 frame.

The external power supply PE delivers

20 W and was designed for use with the
housings S1 and T1. If there are no
requirements for any system controlling
features or power redundancy, then the
PE can also be implemented as a econo-
mical way of powering up to a maximum
of four modules in a H1housing.

TC_link is an Alpermann+Velte designed
unique protocol for secure bi lateral data
transfers, via a modified RS485 Interface.

Alpermann-Velte hat Netzteile in vier
Varianten entwickelt, um unterschiedliche
Anforderungen an die Stromversorgung
bedienen zu kdnnen. Fir die RUBIDIUM
Serie 1 stehen mit PS und PQ 60 W
universell einsetzbare Netzteile (110 bis
250 V) zur Verfugung, die in der Lage
sind, bis zu zwolf Module mit Strom zu
versorgen. Module in unterschiedlichen
Frames kénnen mit einem PS-/PQ-Netzteil
betrieben werden, solange die Gesamtlast
von 60 W nicht tberschritten wird. Fur
groRere Lasten kbnnen mehrere Netzteile
parallel geschaltet werden. Die Frames
werden Uber eine D-Sub-Leitung
miteinander verbunden. Eine redundante
Stromversorgung kann durch den Einsatz
von zwei oder mehr Netzteilen pro System
erreicht werden.

Fir das H3-Gehause ist das PT-Netzteil
mit ebenfalls 60 W Leistung und den
Uberwachungsmaoglichkeiten wie bei PS
verfligbar.

Die Netzteile haben als direkte Fehler-
signale eine Abschaltung bei dauernder
Uberlast und ein Fehlerrelais als Mel-
dung. Uber eine interne Schnittstelle
koénnen die Netzteilspannungen und die
Temperatur Uberwacht werden. Die Aus-
wertung dieser Daten Ubernimmt ein
Rubidium-Modul mit Mikroprozessor (alle
Generator- und Inserter-Module) das im
gleichen Frame sitzt. Diese Module geben
die Informationen auf der TC_link-
Schnittstelle aus. Damit sind die Netzteile
per Statusmonitor oder SNMP (via IE-
Modul) tberwachbar.

Das PQ-Netzteil hat ein zusatzliches
Display mit mehrzeiliger Anzeige. Das
Modul verfugt tber einen LTC-Eingang
(RJ45) und greift auf die interne TC_link-
Schnittstelle zu. So kénnen die deko-
dierten Daten (z.B. Zeit- und User-Daten
des LTC) auf dem OLED-Frontdisplay
angezeigt werden. Die Bedienung erfolgt
Uber zwei Tasten in der Front des Displays.

Das externe 20 W-PE-Netzteil kann fur die
Single Gehause RUB S1 und RUB T1
eingesetzt werden. Wenn Betriebsiber-
wachung und paralleler Betrieb von Netz-
teilen nicht erforderlich ist, kann PE auch
H1-Frames mit bis zu vier Modulen

versorgen.
RUBIDIUM Series
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